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TEST CERTIFICATE
RN/2023/1397/EMEN

This ks o certify that the safety surfacing
Pre-fabricated pad samples

Supplied by

EMEN KAFPOUSH TEHRAN

Has been tested In accordance with
BSEN: 1177:1998

The samples comply with the following test parameters.

Critical Fail Height (HIC)

orudsm No.1680, 4th South BLD, Shariatee-Gholhak,
Tehran-IRAN
Tel:+98-21-22647350 Fax:+98-21-22647351

E-mail: info@ementile.com

Syt ats are scentic o members of T 1S5S, 00 prfessionsl senvies g Website: Http://www.ementile.com

members of SAPCA,

Nete: The performance of in-situ laid materials is cependent on many Factors; the
tests performed on this sample reflect accurately their Laboratory properties only.




Eeaturesincliide ¢ zones higher than a 3 meter fall according to the tile Emen KaprUSh Tehran
thickness.
Virtually maintenance free Safety tile manufactu ring
* Less worries- Fewer injuries. Reduced liability, Lower
Weather & slip resistant premiums. _ ) )
* Safety surfacing tiles are a shock absorbing
Consistent shock absorbency throughout . Many colors available: solid colors include Black, red, resilient rubber mat that provides long term

green, with a variety of fleck option are also available answers to safety

Attractive & affordable
(3 colors optional) A .
* Safe, clean play area: Harmful objects can hide in
100% recyclable

¢ 100% recycled: Each 181 safety tile is made from loose-fill products like san. Wood chips or gravel.

Water permeable for immediate dry surface scrape tires can be recycled again and again Bounce back’s solid construction does not allow

foreign objects to hide. There is also no loose fill

Proper safety 24 hours a day, 7 days a week * Easy to install: Low cost installation that is easily in- I et e ) to Kick, throw or swallow

stalled over concrete and asphailt.
Low life cycle cost

¢ Fall height is determined by height of highest acces-

Quick & easy install . .
sible part of the play equipment’s

Sport courts and Stairways

Peace Of mlnd for Ch”drenls Safet.y Standard Layers Color Type HIC (Meter) Picture Thickness
EN1177:1998 1and2 Mineral 1.45 "2 2 8 43 mm
2 EN1177:1998 1and2 Mineral 1.40 2 & & 40 mm
EN1177:1998 1and2 Mineral 1.00 ————— 30 mm
Green Red Blue Black Orange Gray  Yellow EN1177:1998 Single Mineral 0.80 P 25 mm
Available Color Chart EN1177:1998 1and2 Mineral 0.80 a—— 20 mm
0 There are also 25mm thickness tiles which designed for
the ultimate fitness floor. Also we recommend 40mm Allows play year round: Design allow for a
thickness e e ] continues use even during the rainy season.
. el R (These & e Because water dose not puddle on the surface,
but moves quickly through the top and through le
& Playgrounds legs of cushions the play area is ready for use soon
* Decks , Patios after heavy rain.
§ Diving board Virtually maintenance free: no daily maintenance
* Exercise flooring required to maintain safety standards means less
!
* o] ETEER cost and less hassle. It looks and performs great!
* Rock climbing wall 24-7-356: Proper safety and protection 24 hours a
* Safety area and Sound reduction day 7 days a week, 365 days of year. Unlike loos
" fill products in the most critical fall zones dose not

displaced by children during activities.



